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1981 EDITION . STATE BUILDING CODE A
(Pant 2, Title 24, CAC) d

NOTICE

This 1981 Supplement of Part 2, Title 24, California Administrative
Code, is totally rewritten and reformatted from prior editions which
were known as “Basic Coustruction Regulations.” This edition of Purt
2 has been retitled as the “State Building Code™ and incorporates by
reference the 1979 Edition of the Uniforim Building Code in accord-
ance with Health and Safety Code Sections 18916 (e) and 18939.

There is an adoption table at the beginning of each Chapter of the
Code which indicates the specific adoptions of each adopting agency.
When a Model Code provision is adopted by reference, the provision
is not published in the text of the State Building Code. Therefore, the
user of the Code must have the campanion Model Code publication

*in order to properly utilize the State Building Code. When an adopt-

ing ageney adopts amendments and/or additions to the reference
Uniforin Building Code, the provisions of such amendiments and
additions are published in the text of the State Building Code.

The 1981 publication of the (Compiled) State Building Standards
Code only updates Part 2, State Building Code and Part 3, State
Electrical Code to the new format. 1t is the intent of the State Build-
ing Standards Commission to update Part 4 and Part 5 to the new
format in the 1982 publication of the (Compiled) State Building
Code. ‘

Users are urged to express their conuments and criticisms of this
new publication’s format, including suggestions for future changes or
improvements in format, by writing directly to:

Format and Publication Committee
State Building Stundards Commission
915 Capitol Mall, Room 200
Sacramento, CA 95814 -
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1981 EDITION' STATE BUILDING CODE 24“—2-417
(Part 2, Title 24, CAC)

M : i
Sec.2-414. (a) Mentally Retarded Persons, Profoundly or Severely, shall mean any x x‘ x 3 p K’K‘ l “x
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retarded person who is unable, or unlikely to be able, to physically or mentally respond
to any oral instruction relating to fire danger and unassisted take appropriate action
relating to such danger.

NOTE: The determination as to such incapacity shall be made by the Director
of the State Department of Public Health or his designated representative, pursu-
ant to Section 13131.3, Health and Safety Code.

(b) Multiple Accommodation Toilet Facility. A room that has more than one
sanitary fixture, is intended for the use of more than one person at a time, snd which
usually is provided with privacy coinpartments or screens shielding some fixtures from
view. A bathroom serving a hotel guest room and a privacy toilet in small offices, stores
and similar locations are not included in this category.

Sec. 2-415. (a) Nonambulatory persons mesns persons unable to leave a building
unassisted under emergency conditions. It includes, but is not limited to, persons who
depend upon mechanical aids such as crutches, walkers and wheelchairs, and pro-
foundly or severely mentally retarded persons.

Except for the allowances permitted under Section 2-1050 for facilities of 6 or less
capacily, infants shall be considered as nonambslatory persons.

{b) Noucembustible as contained in Section 413, UBC, is supplernented by adding
the following material as subsection (3), thereof:

(3) Homogencous or composite materials, other than as described in 1. or 2 of
Section 415, UBC, having a surface flame spread raling not higher than 23, a fuel
contribution rating of not more than 33, and a sinoke development rating of not more
than 50 without evidence of continued progressive combustion, and of such composi-
tion that surfaces that would be exposed by cutting through the material in any way

‘ould not exceed the ratings stipulated herein.

T R T R

lame-spread, fuel contribution and smoke development ratings as used herein
fers to ratings obtained in accordance wxlh tests conducted as specified in UBC
Standard No. 42-1. ;
{c) Normal shall mean conforming to a pattern or standard regarded as usual or i
typical. ’

P : E
Scec. 2417, (a) Passage Door is a door other than an exit door through which :
persons may traverse.
{b) Passenger Elevaton

NOTE: Sce Definition of Elevator, Part 7, Title 24, CAC. 3

(c) Path of Travel is a passage that may consist of walks and sidewalks, curb ramps,
and pedestrian ramps, lobbies and corridors, elevators, other improved areas, or a . -
necessary combination thereof, that provides free and uncbstructed access to and
egress from a particular area or location, for pedestrians snd/or wheelchairs users.

{d) Pedestrian is an individual who moves in walking areas with or without the use
of walking assisting devices such as crutches, leg braces, wheelchairs, etc.

(e) Pedestrian Ramp is a sloping path of travel intended for pedestrian traffic and
as differentiated from a curb ramp.

() Pedestrian Grade Scparstion is a structure erecled over or under an obstacle
such as a freeway, roadway, street, radroad stream, etc., and intended primarily for
pedestrian use.

{g) Pedestrian Way is a route by which a pedestrian may pass.

(h) Permanent shall mean facilities which are intended to be used for periods
_longer than those designated in this Code under the definition of temporary.

(i) Physically Handicapped shall mean individuals who have impnrments. either
permanent or temporary in nature, as follows.
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2-408-2-413 " STATE BUILDING CODE 1981 EDITIQ
(Part 2 Tille 24, CAC) )

(b) Firc-Retardant Teealed Wood is lumber or plywood impregnated with chemi-
cals and when tested in accordance with UBC Standard No. 42-1 for a period of 30
minutes, shall have s flume spread of not over 25 and show no evidence of progressive
combustion. Materials which may be expased to the weather, shall maintain this
fire-retardant clussification when tested in accordance with the rain and weuthering
tests of UBC Standard No. 32-7. -

NOTES: §. All materials shall bear identification showing ths fire performances
rating thereof and, if intended for exterior use, shall be fusther identified to
indicate suitability for exposure to the weather. Such identifications shall be issued
by an approved ageacy having a service for inspection of materials at the factory.

2 Fire-Retardant Treated Wood shall not be coastrued us “noncombustible™
within the meaning of Section 2-415(b).

(c) Full-Time Care shall mean the establishment and routine care of persons
on an hourly, daily, weekly, monthly, yearly or permanent basis whether for
24-hours-per-day or less, and where sleeping accommodations are provided.

G

_ Sec. 2-408. Crub Bar is a bar for the purpose of being grasped By the hand for
support.

H
Scc. 2-409. {a) High rise building.
NOTE: Sce Scction 2-1807.
(b) Mistorical Building.
NOTE: Sce "Qualified Historical Building™.

'
Sec. 2-410. Intemational Symbol of Accessibility. That symbol adopted ly
Rehabilitation liternational’s 11th World Congress for the purpose of indicating that
buildings and facilities are accessible to the physically handicapped.

NOTE: Sce Section 2-1720 and Figure No. 17-6.

Sec. 2412, Kick Plate is an abrasion-resistant plate affixed 1o the bottom portion
of a door to prevent a trap condition and protect its surface.

L

Sec. 2413.  (a) Level Asea is a specified surfuce that does not have a slope in any
direction exceeding ¥, inch (6.35 mm) in one foot (3.05 mm) from the horizontal
{2083% gradient). - .

(b) Lifi, Special Access.

NOTE: Sce “Special Access Lifts™.

(c) Listed and Listing are terms referring to equipment which is shown in a list
published by an approved testing agency, qualified and equipped for experinental
testing, und muintaining an adequate periodic inspection of current productions und
whose listing states that the equipment complies with nationally recognized safety
standards. :

NOTE: These terms shall also meun equipment or materials accepted by the
State Fire Murshal as conforming to the provisions of these regulations and which

- are included in a list published by the State Fire. Marshal.

(d) Living Accommodations. Any publicly-funded building or portion thereof
having three or more apartments as defined in the UBC.

16
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2-418-2-419 STATE BUILDING CODE . 1981 EDﬂ'IlN
(Part 2, Title 24, CAC)) ‘ .

1. Impairments which affect ambulation due to cerebral palsy, poliomyelitis, spinal
cord injury, amputation, arthritis, cardiac and pulmonary conditions, and other condi-
tions or discases which reduce mobility, including sging.

2 lmpainnents that require the use of crutches, canes or wheelchairs.

3. Total blindness or impairments affecting sight to the extent that the individual
functioning in public areas may be insecure or exposed to danger.

4. Deafuess or hearing impairments that may expose an individual to danger or
insecurity. ) )

() Platform, Unenclosed is a horizontal, generally level and raised surfuce for
speakers, perforinances, displays, etc., as distinguished from “platforms” which are
enclosed.

(k) Primary Entrance shall mean any entrance to a facility which has a substantial
flow of pedestrian traffic to any specific major function of the facility.

() Publicly Funded as used in this Code does not include loans, grants, guarantees,
or other financial ussistance provided by a public agency to finance construction,
rehabilitution or purchase of privately owned housing accommodations, including
housing financed under the Cal Vet progrum and other privately-owned buildings,
facilities and structures.

Q

Sec. 2-418.  Qualificd Historical Building (or Structure) shall mean any structure
or coliection of structures deemed important to the history, architecture, or culture
of un area by an appropriute local or state governmental jurisdiction. This shall include
structures of national, state or local historical registers or official inventories, such as

- the National Register of Historic Places, State Historical Landmarks, State Points of

Historical Interest, and city or county registers or inventorics of historical or architec-
turally significant sites and places or lundmarks.
NOTE: Sce Section 2-1723.

R

Scc. 2-419.  (a) Rawmp: .

NOTE: See “Pedestrian Ramp™ or “Curb Ramp”.

(b) Reasonuble Portion shall mean that segment of a building, facility, ares, space
or condition which would normally be necessary if the activity therein is to be accessi-
bie by the handicapped:

{¢) Recommend does not require mandatory acceptance, but identifies a suggested
action which shall be considered for the purpose of providing a greater degree of
accessibility to the physically handicapped.

{d} Remodeling:

NOTE: Sce “Alter or Alteration™ of UBC.

(e) Restraint shall mean the physical retention of a person within a room, cell or
cell block by any means: or within the exterior walls of a building by means of locked
doors unoperable by the person restrained. Restraint shall also mean the physical
binding, strapping or similar restriction of any person in a chair, walker, bed or other
contrivance for the purpose of deliberately restricting the free movemeat of ambula-
tory persous. )

NOTE: Restraint shall not be construed to include nonambulatory persons nor
shall it include the use of bandage material, strip sheeting or other fubrics or
materials (soft ties) used to restrain persons in hospital-type beds or wheelchairs
A0 prevent injury, provided an approved wmethod of quick release is maintained.
Fucilities employing the use of solt ties, however, shall be clussified as u building
used to house nonambulatory persons. o

(f) Riser is that upright portion of 4 step in a stair.

17



1981 EDITION T §TATE BUILDING CODE ~~
{Part 2, Title 24, CA.C.)

s

Sec. 2-420. (a) Sanilary Facility is any single unit or 2 combination of water clo-
sets, urinals, lavatories, bathtubs or showers, together with the room or space in which
they are housed.

(b) Shopping Center one or more sales establishments or stores.

{c) Should:

NOTE: See Recommend.
(d) Sidewalk is a surfaced pedestrian way contiguous to a street used by the public.
NOTE: See definition for “Walk™.

{e) Single Accommodation Sanitary Facility is a room that has not more than one
of each type of sanitary fixture, is intended for use by only one person at a time, has
no partition around the toilet, snd has a door that can be locked on the inside by the
room occupant. ’

NOTES: 1. See Section 2-1711. .
2. For bathrooms serving Croup R Occupancies, see Section 2-1213.

() Site Development is “on site™ and “off site™ work including, but not limited to,
walks, sidewalks, ramps, curbs, curb ramps, parking facilities, stairs, planting arcas,
pools, promenades, exterior gathering or assembly areas and raised or depressed
paved areas, ) -

(g) Smoke Detector is a device which senses visible or invisible particles of combus-
tion.

(h) Special Access Lift is a hoisting and lowering mechanism equipped with a car
or platform, or suppart which serves two landings of a building or structure and is
designed to carry a passenger or passengers and {or) luggage or other material a
vertical distance as may be allowed.

T

Sec. 2-421.  {a) Temporary shall mean buildings and facilities intended for use at
one location for not more than one year und seats intended for use at one location for
not more than 90 days.

{h) Tread is the horizontal surface of a step in a stair.

U

Sec. 2-422. (a} UBC shall mean the 1979 Edition of the Uniform Building Code as
published by the lnternational Conference of Building Officials.

EXCEPTIONS: L. UBC as it relates to the Jurisdiction of the Office of the State
Architect relative to public school buildings and in reference to Chapter 2-23
through 2-30, inclusive, 2-32, 2-37, 2-47 and 2-54 of Part 2 and in Division T2! of
Part 6 shall be construed to mean the 1976 Edition.
2. UBC as it relates to the jurisdiction of the Office of Statewide tealth Planning
and Development relative to hospital buildings and in reference to Chapters 2.23
through 2-30, inclusive, 2-32, 2-37 and 2-47 of Part 2 and in Division T22 of Part
6 shall be construed to mean the 1976 Edition.
3. UBC as it is used in reference to the State Housing Law, Building Standards
for hotels, motels, lodging houses, apartment houses, and dwellings, or portions
thereof, and buildings and structures accessory thereto shall comply with provi-
sions contained in the 1979 Uniform Building Code. See Chapter 2-12.

(b} UBC Standards shall mean the 1979 Edition of the Uniform Building Code
Standurds as published by the International Conference of Building Officials.

EXCEPTION: Exceptions (1), (2) and (3) of Section 2-422(a) relating to UBC
shall apply to URC Standards.

- {c) Unreasonable Hardship: An unreasonable hardship exists when the enforcing
agency finds that compliance with the building standard would make the specific

718
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1581 EDITION STATE BUILDING CODE ) 2-3304
. (Pan 2, Title 24, CAC) T
»

2 Power operated doots conforming to SFM 33.1 2y shown in Chapter 2-60

EXCEPTION: In existing buildings, building standards 2-3303(c), (¢), {/), and
(m) shall not apply when physical constraints or equivalent facilitation will not
allow compliance with these building standards without creating an unreasonable
hardship.

NOTE: See Section 2-105(b) 11D

Corridors and Exterior Exit Balconies
Sce. 2-3304. (L) Width. 1. Aisles that are used in areas without fixed scats shall

be a minimumn of 36 inches (914.4 aun) in width.
EXCEPTIONS: L. Ja existing buildings, when the enforcing agency determines
that compliance with any building standard under this section would create an
unreasunable hardship, an exception 1o such building standards shall be granied
when equivalent facilitation is provided.
2 In existing buildings, the provisions of this section shall not apply when physical
constraints will not allow compliance with these building standards or equivalent
facilitation withoul creating an unreasonable hardship.

NOTE: Sce Section 2-105(b)11D.

Stairway Marking

Sec. 2-3305(r). The upper approach und the lower tread of each flight of each stuir
shall be marked by a strip of clearly contrasting color at least 2 inches (508 mm) wide
placed paraliel to and not more than one inch (25.4 mm) from the nose of the step
or lunding to alert the visually impaired. The strip shall be of material that is at least
as slip-resistant as the other treads of the stair.

Where stairways occur outside a building, the upper approach and all treads shall
be marked by a strip of clearly contrasting color at least 2 inches (50.8 mn) from the
nose of the step or landing to alert the visually impaired. The strip shall be of a inaterial
that is at least as slip resistant as the other treads of the stair. A painted strip shall be
acceptable.

Walks and Sidewalks ~

Sec. 2-3323.  (a) Walks and sidewalks subject to these regulations shall have a
continuous common surface, not interrupted by steps or by 4brupl llld“!.,t s i level
uvxceeding % inch (12.7 mm), (see (c) below), and shall be o muumum of 4% iuches
(1219.2 man) in width. Surfaces shall be slip-resistant as follows:

1. Surfuces with a slope of less than 6 percent gradient shall be at least as slip-
resistant as that described as a medivin salied finish.

2. Surfaces with a slope of 6 percent gradicnt or greater shall be slip-i sistant.

3. Surface cross slopes shall not exceed Y, inch (6 35 munj per fout (2083% gradi-
ent) except when the enforcing agency finds that due to local conditions it creates an
unreasonable hardship, the cross slope shall be increased 1o a maxisum of % inch (127
nun) per foot (4.167% gradient) for distances not to exceed 20 fect (610 ).

EXCEPTION: When because of right-of-way restrictions, natural barners, or
other existing conditions, the enforcing agency determines that compliance with
the 48-inch (1219.2 mm), clear sidewalk width would create an unrcasonablc
hardship, the clear width may be reduced to 36 inches (914.4 nun).

b9
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1981 EDITION STATE BUILDING CODE 2-3324
(Part 2, Title 24, CA.C.)

(b) Walks, sidewalks and pedestrian ways shall be free of gratings whgnever possi-
ble. For gratings located in the surface of any of these areas, grid openings in gratings
shall be limited to % inch (12.7 inm) in the direction of traffic flow.

EXCEFPTIONS: 1. Where the enforcing agency determines that compliance
with this section would create an unreasonable hardship an exception may be
granted when equivalent facilitation is provided.

2. This section shall not apply in those conditions where due to legal or physical
constraints the site of the project will not allow compliance with these Building
Standards or equivalent facilitation without creating an unreasonable hardship.
NOTE: See Section 2-105(b)11D.

{c) When the slope in the diection of travel of any walk exceeds 1 vertical to 20
horizontal (5% gradient) it shall comply with the provisions of Section 2-3306, Pedes-
trian Ramps.

(d) Abrupt changes in level along any accessible route shall not exceed % inch (12.7
mm). When changes in level do occur, they shall be beveled with a slope no greater
than 1:2 except that level chunges not exceeding ¥ inch {6.35 mm) may be vertical.

When chunges in levels greater than % inch (12.7 mm) are necessary they shall
comply with the requirements for curb ramps.

NOTE: Sce Section 2-7103. -

(e} Walks shall be provided with a level area not less than 60 inches (1524 mm} by
60 inches (1524 mm) at o door or gute that swings toward the walk, aud not less than
48 inches (1219.2 mm) wide by 44 inches (1117.6 inm) decp st a door or gate that
swings away from the walk. Such walks shall extend 24 inches (609.6 tnin) to the side
of the strike edge of a door or gate that swings toward the walk. (For example, sce
Figure 33-2))

(N Al walks with continuous gradients shall have level areas at least 5 feet (1.52
m) in length at intervals of at least every 400 feet (122 meters).

Hazards

Sec. 23324, (a) Warning curbs.  Abrupt changes in level, except between a walk
or sidewalk and an adjacent street or driveway, exceeding 4 inches (181.6 mm) in a
vertical dimension, such as at planters or fountains located in or adjacent to walks,
sidewalks, or other podcsln.m ways, shall be identified by curbs projecting at least 6
inches (152.4 mm) in height above the walk or sidewalk surface to warn the blind of
u polential drop off.

When a guardrail or handrail is provided, no curb is required when a guiderail is
provided centered 3 inches (76.2 mm) plus or minus one inch (25.4 mm) above the
surface of the walk or sidewalk; the walk is 5 percent or less gradient or no adjucent
hazard exists.

(b) Overhanging Obstructions: . Any obstructions that overhangs a pedestriun’s
way shall be a minimuin of 80 inches (2032 nm) above the walking surface as meas-
ured from the bottom of the obstruction.

(c) Boarding Platform: The edges of boarding platforms in trunsportation termi-
nals or in similar facilities shall be identified by a light-colored band of clearly contrast-
ing texture and color at least 18 inches (457.2 mm) in width. Contrasting, stripping
with this band, or other alternatives to the above, will be permitted where the result-
ant patterns, color or alternative adequately identify the platform edge.
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- (Pant 2, Title 24, CAC))

“CHAPTER 2-51.
ELEVATORS, DUMBWAITERS, ESCALATORS
© 77 AND MOVING WALKS

NOTE: Chaptér 51 of the U.B.C. is not adopted by reference. The
provisions of this chapter represent an entire new Chapter

2-51. o
' Adoption Table No. 2-51A
Gok WO WD 001 ost osHf
4 Sectua BC 1§ SN SS HC ID DS OSHA CEC SHE DOT ACR Y4 BOC DOE (4
.. §F Entire Chapter....
‘Entive  Chapter,
excepl as not-
ed in this table
25108 e
8 .. - - - X
s .. - - - X .
2HNOTE ... - - - - - X
‘ NOTES: 1. See Scetions 2-105 and 2-106 for explunation of this Table.
: & 2. Sce State Building Code History Note Appendix.

e

Special Access (Wheelchalr) Lifts
Sce. 25104,

NOTE: See Section 3113(b), Part 7, for Spt_:ciul Access (Wheelchair) Lifts.

65
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"(Part 2, Title 24, CAC,)

CHAPTER 2-71
SITE DEVELOPMENT REQUIREMENTS
FOR HANDICAPPED ACCESSIBILITY

NOTE: This is a new Chapter which has no corresponding provi-
sions In the UBC.

Adoption Table No. 2-71A

Code KD HD a4 oSt OsH
Secton BC I 2 SU S5 AC PD DHS OSHA CEC SHE DOT AGR 1A BOC DOE C4
Entire Chapter... - - - - . X - - . . - . . .

NOTES: L. See Sections 2-103 and 2-106 for explanation of this Table.
2. See State Building Code History Note Appendix.

Site Development and Grading

Sec. 2.T101. {a) Site development and grading shall be designed to provide access
to pritmary entrances and access to normal paths of travel and where necessary to
provide access shall incorporate pedestrian ramps, curb ramps, etc.

{(b) Where stairways occur outside a building refer to Section 2-3305 (r).
EXCEPTIONS: 1. Where the enforcing agency determines that compliauce
with these regulations would create an unreasonable hardship, because of topog-
raphy, natural barriers, etc., an exception may be granted when equivalent facili-
tation is provided through the use of other methods or materials.

2. In existing buildings, this Section shall not apply in those conditions where due
to legal or physical constraints the site of the project would not allow compliance
with these regulations or equivalent facilitiation without creating an unreasona-
ble hardship.

NOTE: See Section 2-105(b) 11D,

Parking
Scc. 27102, (a) The following 1able establishes the number of handicapped park-
ing spuaces required:

Total Number of NUMBER OF HANDICAPPED PARKING
Packing Spaces . SPACES REQUIRED
I- 0 i
4- % . L
81-120 3
121-160 i
161-200 3 '
6
1
1

301-400
201-500
over 500

for each 200 additional spaces provided

When less than 5 parking spaces are provided, at buildings and facilities subject to
these regulations, one shall be 14 feet (4.27 m) wide and lined to provide a 9 foot (2.74
m) parking area and a 5 foot (1.52 m) loading and unloading area. However, there
is no requirement that the space be reserved exclusively or identified for handicapped

66
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27102 +  STATE BUILDING CODE 1981 EDITION'.
. S Pan 2, Tie 24, CAC) R

" This suhsecuon M nol npply to existing facilities where compliance with Yocal
i ordinances pre-preciudes satisfying the above requirements or of providing equiva-
16;’;1 x x ) § ) sent facilitation unless a change of occupancy occurs.

; ' NOTE: See Section 2-105(b)11D.
Xfi‘x‘x I x ) x : . {b) Physically handicapped parhngspacesshaﬂbelocaledunearupucmd
'1 I *’x"’ to a primary eatrance. Ui only one space is provided, it shall be 14 feet (427 m)
% ¥ . % wide and lined to vsdelﬂfoot(zﬂm)puhngueamdnsfoot(lﬂm)
loading and area. When more than is provided in lieu of
ovulmglllfoot (1.52 m) wtdespwefo:each st:nc:spaee.twospacescm
E: provided within a 23 foot (214 m) wide area lined to provide a 8 foot (2.74
m) parking ares on each side of a 5 foot (1.52 m) loading and unlouding area in
the center. The minimum length of each parking space shall be 18 feet (5.49 m).

,.r— See Figure 71-1A

i In each parking ares, s bumper or curb shall be provided and located to prevent

- ] encroachment of cars over the required width of walkways. Also, the spuce shall be
4 so located that a handicapped person is not compelled to wheel or walk behind parked
: . cass other than their own. Pedestrian ways which are accessible to the physically
handicapped shall be provided from each such parking space to related fucilitics,
including curb cuts or ramps as needed. Ramnps shall not encroach into any parking
space. ;
EXCEPTIONS: 1. Ramps located at the front of physically handicapped parking
spaces may encroach into the length of such spaces when such encroachment does
not limit a handicapped person’s capability to leave or enter their vehicle, thus
providing equivalent facilitation.
NOTE: See Figures T1-1A and 71-1B.

EXCEPTIONS: ). Where the enforcing agency determines that cumplunce
with any regulation of this subsection would create an unreasonable hardship, a
variance or waiver may be granted, when equivalent facilitation is provided.
2. Parking spaces may be provided which would require a physically hand-
icapped person to wheel or walk behind other than handicapped parking spaces
when the enforcing agency determines that compliance with these regulations or
providing equivalent facilitation would create un unreasonable hardship.

. NOTE: Sece Section 2-105(b) 11D.

(c) Surface slopes of parking spaces for the physically handicapped shall be the
: minimum possible and shall not exceed % inch (6.35 mm) per foot {2.083% gradient)
< in any direction.

{ {d) Each parking space reserved for the handicapped shall be identificd by a
. permanently affixed reflectorized sign constructed of porcelain on steel, beaded text,
: or equal, displaying the Internstional Symbol of Accessibility. The sign shall not be
smaller than 70 square inches (45161.3 sq. min) in area and shall be centered at the
interior end of the parking space at a minimum height of 80 inches (2032 min) from
the bottom of the sign to the parking space finished grade, or centered on the wall
at the interior end of the parking space at a minimum height of 36 inches (914.4 min)
from the parking space finished grade, ground, or sidewalk.

A sign sﬁ:ll also be posted, in a conspicuous place, at each entrance to the offstreet
parking facility, not less than 17 inches (431.8 mm) by 22 inches (558.8 min) in size
with lettering not less than one inch (23.4 mm) in height, which clearly and conspicu-
ously states the following:

“Unauthorized vehicles not displaying distinguishing placards or license plates is-
sued for physically hundicapped persons may be towed away at owner’s expense.
Towed vehicles may be recluimed at or by telephon-
ing "

R s T 2

e

g G T

ln addition to the above requirements, the surfuce of each parkmg place shull have
a surface identification duplicating the symbol of accessibility in blue paint, at least
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1981 EDITION STATE BUILDING CODE 2-7103-2-7104
(Part 2, Title 24, CAC))

3 feet (0.91 m) square.

{e) Entrances to and vertical clearances within parking structures shall have »
minimum vertical clearance of 8 feet (2.44 m), 2 inches (50.8 mm) where required
for accessibility to handicapped parking spaces.

EXCEPTIONS: 1. where the enforcing agency determines that compliance with

Section 2-7102(e) would create an unreasonable hardship, an exception may be

granted, when equivalent facilitation is provided.

2. This section shall not apply to existing buildings where the enforcing agency
determines that, due to legal or physical constraints, compliance with these regu-
lations or equivalent facilitation would create an unreasonable hardship.
NOTE: See Section 2-105(b)11D.

Curb Ramps

Sec. 2-7103. (a) Curb ramps shall be constructed at each corner of street intersec-
tions and where a pedestrian way crosses a curb. The preferred and recommended
location for curb ramps is in the center of the crosswalk of each street corner. Where
it is necessary to locate a curb ramp in the center of the curb return and the street
surfaces are marked to identify pedestrian crosswalks, the lower end of the curb ramps
shall termninate (For example, within such crosswalk areas.)

NOTE: See Figure 71-3C, Cose E.~

{b) Curb ramps shall be a minimum of 4 feet (1.22 m) in width and shull lie,
generally, ina single sloped plane, with a minimum of surface warping and cross slope.

(c) The slope of curb ramps shall not exceed 1 vertical to 12 horizontal. The stope
of the fanned or flared sides of curb ramps shall not exceed 1 vertical to 8 horizontal.

() Alevel landing 4 feet (1.22 1n) deep shall be provided at the upper end of each
curb ramp over its full width to permit safe egress from the ramp surface, or the slope
of the funned or flared sides of the curb ramp shall not exceed one vertical to 12
horizontal. .

{e) The lower end of ench curb ramp shall have 8 % inch (12.7 mm) lip beveled
at 45 degrees.

(N The surface of each curb ramp and its flared sides shall be slip-resistant and shalt
be of a contrasting finish frowm that of the adjacent sidewalk.

(2) The surfuce of each curb ramp located in the center of the curb return shall
be grooved parallel to the centerline of the crosswalks typically in two directions with
Ya inch (6.35 mm) x % {6.35 inm) inch grooves approximately 1% inches (38.1 inm)
on center.

NOTE: See Figure 71-3C, Case E.

(h) All curb ramps shall have a grooved border 12 inches (304.8 mm) wide at the
level surface of the sidewalk along the top and each side approximately ¥, inch (19.05
mm} on center.

(i) All curb ramps constructed between the face of the curb and the street shall
have a grooved border at the level surface of the sidewalk.

NOTE: See Figure 71-2A and 71-2B.

Pedestrian Grade Separations (Overpasses and Underpasses)

Sec. 2-7104. (a) Pedestrian ramps on pedestrian grade separations shall comply
with the requirements of Section 2-3306 for ramps. ) .

(b} Cross slopes of walking surfaces shall be the minimum possible and shall not
exceed ¥ inch (6.35 nun) per foot (.303 m) (2.081% gradient). The slope of any
appreciably warped walking surface shall not exceed } vertical in 12 horizontal in any
direction.
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1981 EDITION STATE BUILDING CODE i
o o (Pant 2, Title 24, CAC) S
INTRODUCTION

itle 24 of the California Administrative Code contains the build-
ing standurds adopted by all state agencies and is divided into eight
parts, as follows: -

Fart Topic

Administrative Regulations
State Building Code
State Electrical Code
Basic Mechanical Regulations
Basic Plumbing Regulations
Special Building Regulations
Elevator Safety Regulations
Historical Building Regulations

Part 2 is patlerned after the Uniform Building Code.

Parl 2 (State Building Code) applies to:

The construction, alteration, moving, demolition, repair and use of
any building or structure within the authority of any state agency,
and is based on the Uniform Building Code, 1979 edition. These
regulations shall not apply to work localed primarily in a public way,
public utility towers and poles, mechanical equipment not specifi-
cally regulated in the code.

Part 6 of Title 24 should be reviewed, as it contains “Speciul Build-
ing Standards™ which may be on the same or related subjects found
in Part 2. Part 6 consists of 10 divisions, as follows:

w3t N

Division Special Jurisdiction Areas

T3 Agricultural Buildings

TS5 Educational Buildings

T8 Places of Esnployment

T-15 Local Detention Facilities

T16 Schools of Cosmetology

T-11 Health Facilitics

T-20 : Energy Conservation

T-21 ‘ Public Works (Public School Buildings and Access to Pub-
lic Buildings by Physically Hundicapped)

T-22 Health Facilities

T25 - Housing

Part 8 contains alternative building standards for qualified histori-
cal building. o

The first section of each chapter of Part 2 includes an adoption
table identifying the portions of the UBC adopted with and without
modification by the listed agencies. The section numbering in the
tables corresponds to the numbering in the UBC. Modified or addi-
tional sections are identified by a prefix “2". Section 2-105 of Part 2 -
explains the abbreviations used to describe the agencies which have
adopted each section and the types of intended use to which it
applies.
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CHAPTER 2-1

ADMINISTRATION

NOTE: Chapter { of the UBC is not adopted by reference. The provisions of this
chapter represent an entire new Chapter 2-1.

Adoption Table No. 2-1A

Code
Secim

HD KD
& !

oSt 054 OsH.

4 U S HC FD DHS OSHA CEC SHB DOT ACR ¥4 3OC DOE Ct

Entire Chapter....

Entire Chapter,
except as not-
ed in this table

2101 (s) ,.. ......

b 23 UL -

2104{a) ..o

| 211 TFY R— -

LR {1111, J—

R4 T151 J—

2I6(b)9 ..

LIS ...

LIS ...

ER11T( 7]t J—

2.105(b) 14

2.405(b}13 ...

2 11—

MIoe ||,

NOTES: 1. See Sections 2-103 and 2-106 for explanation of this Table.
2. Sce State Building Code History Note Appendix.

Title

Sec. 2-100. The provisions contained in this part shall be known as the State Build-

ng Code of the (Compiled) State Building Standurds Code as defined in Section

8910, Health and Safety Code, may be cited as such and are referred to herealter as
‘these regulations™ or “these building standards™ or “this Code™.
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2-101-2-105 -  STATE BUILDING CODE _ 1981 EDIT)
, T {Pant 2, Tile 24, CAC) L

Sec. 2-101.  {a) To provide minimum standards to safeguard life or limb, health,
property, and public welfare and by regulating and coatrolling the design, construc-
tion, quality of materials, use and occupancy, location and maintenance of all buildings
and structures within the scope of this Code. .

(b} To assure that barrier-free design is incorporated in all buildings, facilities, site
work and other developments to which this Code applies to assure that they are
accessible to, and usable by, physically handicapped persons.

Scope :

Secc. 2-102.  (a) The provision of these building standards shall apply to the con-
struction, alteration, moving, demeolition, repair and use of any building or structure
within the authority of any state agency. These building standards shall not apply to
work located primarily in a public way, public utility towers and poles, mechanical
equipment not specifically regulated in these building standards.

NOTE: It is not the intent of this section that every existing occupancy within
the scope of the State Fire Marshal's jurisdiction, mandatorily conform or be made
to confurm to the new construction requirements relative to fire, panic and
explosion safety. Reasonable judgment must be exercised by the enforcing agency
in the application of these building standards to existing occupancies.

(b) These building standards shall apply to both new and existing buildings, facili-
ties site work, and other developments intended for use by the public which have any
reasonable availability to, or usage by, physically handicapped persons.

NOTE: Sece Title 21, CAC, for non-building regulations relating to physically-
handicapped persons.

Non-Building Regulations
Sec. 2-103.  Requirements contained in the UBC, or in any othér referenced stand-
ard, code or document, which are not building standards as defined in Scction 18912,
Health and Safety Code shall not be construed as a part of the provisions of this Code.
For the applicability of regulations relating to maintenance, operation, use, limita-
tions or prohibitions, and similar non-building regulations, see othei Titles of the
California Administrative Code. 7

Order of Precedence

Scc. 2-104. (a) In the event of any differences between these building stundards
and the standurd reference documents, the text of these building standards shall
govern. Where a specific provision varies from a general provision, the specific provi-
sion shall apply. -

(b) Nothing in these building standards shall diminish the requirements of the
State Fire Marshal. :

Application

Sec. 2-105. (a) Buildings, premises, sites and structures within the scope of juris-
diction of any State adopting agency shall be made to conform to the provisions of this
Code, but only to the extent the adopting agency has been granted the authority by
the State Legislature to regulate these buildings, premises, sites and structures.

{b) The agencies listed in the Adoption Tuble at the beginning of each Chapter of
this Code; the specific scope of application of the Code provisions or building stand-
ards adopted by each agency; the enforcing agency responsible for enfurcement; und
the specific stututory authority, of each agency to adopt and enforce such provisions
or building standards of this Code, unless other statutory authority is specifically cited
under a specific Adoption Table; are as follows:
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1. AGR—Department of Food and Agriculture. 4
Application—Dairies and places of meat inspection. Enforcing Agency—Depart- ‘
ment of Food and Agriculture.

Authority Cited—Agriculture Code Sections 18733, 19384, 33481 and 33731.

Reference—Agricultuse Code Sections 18735, 19384, 33481 and 33731.

2. BOC—Board of Corrections.

Application—Local detention facilities.

Enforcing Agency—Board of Corrections.

Authority Cited—Penal Code Section 6030.

Reference—Penal Code Section 6030.

3. BSC—State Building Standsrds Commission.

Application—State Buildings including buildings constructed by the Trustees of the ]
Cslifornia State University and Colleges and the Regents of the Uni-
versity of California where no state agency has the authority to adopt
Building Standards applicable to such buildings.

Enforcing Agency—-—S'tate or Local agency specified by the applicable provisions of

aw.

Authority Cited—Health and Safety Code Section 18934.5. .

Reference—tHealth and Safety Code Sections 18901 through §8948.

4. CA—Department of Consumer Affairs, State Board of Cosmetology.
Application—Schools of cosmetology and electrology.

Enforcing Agency—State Board of Cosmetology.

Authority Cited—Business and Professions Code Sections 7310 and 7311.

Reference—Business and Professions Code Sections 7310 and 7311,

5. CEC—California Energy Commission.

Application—All oceupancies.

Enforcing Agency—Local building department or the California Energy Commis-

sion.

Authority Cited—Public Resources Code Scctions 25402, 23420 and 25922.

Reference—Public Resources Code Sections 23402, 25910, 25920, 25921 and 25922

6. DHS—Depariment of Health Services.

Application—Restaurants and retail food establishments; public swimming pools; !
drinking water supplies; sanitary contvol of shellfish; sanitation of
public beaches; food crop and harvesting; radiation; organized '

camps. 3

L]
{

-

Enforcing Agency—Locul health enforcing agency for all health and sanitiation
requirements; and local building department for all other
areas.

Authority Cited—Health and Safety Code Sections 102, 203, 208, 427.3, 1225, 1276, |

1411, 4010.1, 5474.29, 18897.2, 24102, 25811, 2828! £8282, 28290, oL i
286945 and 28802.5. o
Reference—Health and Safety Code Sections 102, 203, 208, 427.3, 122%, 1276, 1411, ( :
4010.1, 5474.29, 18897.2, 24102, 25811, 28281, 28282, 28290, 286945 and !
. 28802.5. .
7. DOE—Department of Education.

Application—Facilities for exceptional children.

Enforcing Agency—Bureau of School Planning, Department of Education.

Authority Cited—Education Code Section 56100.

Reference—Education Code Section 56100.

8. DOT—Department of Transportation.
Application—Quarters for highway relocation assistance.
Enforcing Agency—Department of Transportation.
Authority Cited—Government Code Section 7267.8.
Reference—Government Code Section 7267.8.
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11. OSA—Ilandicapped Law Compliance, Office of the State Architect.
nc
A. Application: Publ_;ns:ly-funded buildings, structures, sidewalks, curbs and relat-

ed facilities.

NOTE: See Covernnent Code, commencing with Section 4450.

(1) AN buildings, structures, sidewalks, curbs and related facilities constructed
by the use of the State, county, or municipal funds, or the funds of any
political subdivision of the State.

(2) Al buildings, structures, and facilities, occupied 50 percent or more, which
are beased, rented, contracted, sublet or hired for periods in excess of two
years by uny municipal county, or State division of govermment or by a
special district. The determination as 1o whether the building, structuse,
or facility is occupied 50 percent or more shall be based upon the usable
floor area as defined in the UBC.

(3) Al publicly-funded living accommodatious.

NOTE: For special conditions rclating to living accommodations, see Section

24213 (b).,

(4) All publicly-funded buildings used for one or two fumily dwelling unit
purposes shall conforin to the appropriate provisions applicable to living
accommodations.

(5) All existing publicly-funded buildings and fucilities when alterations, strue-
tural repairs or additions are made 10 such buildings or facilities. This
requircimocnt shall only apply to area of specific alteration; structural repair
or asddition and shall not be construed to mean that the enlire structure
or facility is subject 1o thas Code. Compliance shall require:

a. That a primary entrance to the building or fucility and the primary path
of travel to the specific arca shall be accessible to and usable by hand-
icapped persons.

b. That sanitary facilitics, drinking fountains, and public telephones serv-
ing the remodeled area shall be accessible 1o and wsable by hand-
icapped persons.

{6) When the total construction cost of alterations, structural repaics or addi-
tions dous notsxceed a valuation threshold of $50,000, based on January
198), “ENR US-20 Cities' ™ average construction cost index of 337202
(CEngincering News Record”, McGraw-Hill Publishing Co.), and the cu-
forcing agency finds that compliauce with this code creates an unreasona-
ble hardship compliance shall be linited to the actual work of the project.
The enforcing agency shall, annually, update the valuation threshold to a
current amount based on the increase in the index since the st figure
used. .

Alterations, structural repairs or additions consisting of vne of the follow-
ing shall be limited to the actual work of the project:

a. Altering one building entrance to meet handicapped requircments.
b. Altering one existing toilet facility to meet handicapped requircinents.
c. Allering cxisting elevators 1o mect hundicapped requirements.

d. Altering existing steps to meet handicapped requirements.
EXCEPTION: Projects which cousist only of heating, ventilating, and air con-
ditioning of existing space ure not alteration projects for the purposes of hand-
icapped accessibility and shall not be subject to this code.

B. Application: Privately-funded public accommoditions or facilitics.
NOTE: Sce Health and Safety Code, commnencing with Section 19955.

(1) Any building, structure, facility, complex or improved area or portion
thereof which is used by the general public und shall include:

1y

~

,

.
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a. Auditoriums, convention centers and stadiums.

b. Hospitals, including but not limited to, hospitals, nursing homes, and
convalescent homes.

c. Theaters, restaurants and shopping centers.

d. Hotels and motels.

e. Passenger vehicle service stations.

f. Offices of physicians and surgeons.

g. Office buildings.

h. Public curbs and sidewalks.

(2) Any sanitary facilities which are made available for the public, clients, or
employees in such accommodations or facilities.

(3) Any curb .or sidewalk intended for public use that is constructed in this
State with private funds.

(4) All existing privately-funded public accommodations when alterations,
structural repairs or additions are made to such public accommodations as
set forth under 11, A, (5), (6), and (7) above.

EXCEPTIONS: L Inprivately-funded multi-storied passenger vehicle service

stations, shopping centers, offices of physicians and surgeons, and office build-

ings, subject to this code, floors or levels above and below the first floor or
ground level are exempt from these requirements if a ramp or elevator is not
available to provide public access to such floors or fevels.

2. In privately-funded multi-storied buildings, floors or levels above the first

floor or ground level are exempt from these requirements if a reasonable

portion of all facilitics and sccommaodations normally sought and used by the
public in such a building are accessible to and usable by physically-hand-
icapped persons.

T Enforcing Agency: )

(1) By the Director of General Services where State funds are utilized for any
project or where funds of counties, municipalities or other political sub-
divisions are utilized for the construction of elementary, secondary or
commumity college prajects.

(2) By the governing bodies thereof where funds of counties, municipalities
or other political subdivisions are utilized except as otherwise provided
above.

3) By the building department of every city, county, or city and county
within the territorial area of its city, county, or city and county, where
private funds are utilized. "Building department” means the department,
bureau, or officer charged with the enforcement of laws or ordinances
regulating the erection or construction, or both the erection and coustric-
tion, of buildings.

EXCEPTION: The provisions of these regulations shall not apply to any porta-

ble buildings leased or owned by a school district which are not used by the

physically handicapped and which are otherwise within the scope of this sec-
tion upon application to and when specifically spproved by the Department
of Rehabilitation.

. Special Conditions for the Physically Handicapped Requiring Appeals Action
Ratification: Whenever reference is made in these regulations to this section,
the findings and determinations required to be rendered by the local enforcing
agency shall be subject to ratification through an appeals process.

E. Authority Cited. Governiment Code Section 4450.
F. Reference. Government Code Sections 4450 through 4458 and Health and

Safety Code Sections 19955 through 19953.
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1861 EDITION " STATE BUILDING CODE 2-106-2-108 -
(Part 2, Title 24, CAC) L o

Format
-Sec. 2-106. This part fundamentally adopts the UBC: by reference on a chapter by

v chapter basis. Such adoption is reflected in the adoption tuble of each chapter of this

part. When the adoption table of u chapter of this part makes no reference to a specific
chapter of the UBC, such chapler of the UBC: is not adopted as a portion of this Code.

Validity

Sec. 2-107. I any chapter, section, subsection, sentence, clause or phirase of this
Code is for any reason held to be unconstitutional, contrary 1o stutute, exceeding the
authority of the State as stipulated by statutes, or otherwise inoperative, such decision
shall not affect the validity of the remaining postion of this Code.

Standard Reference Documents

Sce. 2-108. () The codes, standasds and publications, adopted and sct forth in this
Code, including other codes, standards and publications referred to therein are, by
title and date of publication, hereby adapted as Standard Reference Documents of this

- Code.

(L) When this Code does not specitically cover any subject refating to building
design and construction, recognized fise prevention engineering practices shall be
viaployed. The Nationial Fire Codes and the Fire Protection Handbook of the Nativnal
Fire Protection Association may be used as authoritative guides in deteomining recog-
nized lice preveation engineering practices.

11
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CHAPTER 2-4

DEFINITIONS AND ABBREVIATIONS
Adoption Table No. 2-4A ‘

Code HOD HD oS4 054 OH
Section BC | f SSMSS HC PD DS OSHACEC SHB DOT AGR T4 BOC DOE A
Entire Chapter...

Entire Chapter,
except a3 not-

edinthistable - . - X . X ' "
X1 T — e
242() e - - - X
242(c) ... ’
2402(d) ...
b2 11 () R— -
240403) ..
2484D) e ]
T M{eY . . . . - X - e e e e e e . . . F
T . S P

Q45(h) e - - . - - X - Se e e e e . . .

g ¥h{a) .. -
gahh) . - - - X
DR s = o == - K
2 ¥1(a) .
L 201K 1) DR TP I {
07{e) e - - - X

W e e | ),
ko]

2 1 TEY R— R
2409(b) e

2410 s
2412 e
2413 a)
2413(h) ..
2413{c) ....
2413(d)
2414(a}

AR R R AR SR _SE_ 28N

12




2-402 ‘ STATE BUILDING CODE .. . . 1881 Eomgu
(Pat2, TWle 24, CAC) - *

Adoption Table No. 2-4A—Continued

Coe 8D 8D sl o osH
Sectiow BC | 8§ SU S HC PO DHS OSHA CEC S8 DOT ACE 4 BOC DOE Ci
2414(b) e e - . - X . f e e e e e .
2417 — o+ o+ =« .« X . - e .
|| S AP POR (EPOPO . . .
2419(a) S
2419(b) .. e X . . .. .
2419(6) . X - . .
EETUTC | p— e e e . X -
b2 | CTES R— - - w -+ X . . . .
ERTLT{ | — X .
F 2. 1) R— X
240(b) e - X .
24UC) e+ - e X
2420(d) e X .
24M{e) vmrrereer = o e X .
30T YO— X -
bR V. 11 I— X - - .
240(h) e — - . X -
X VY PY R— X . .
PR V1T R— X . .
2 v~ 0) Jp— - X .
242(b) e - - - X
2424} e - - X - .
24U(a) e - e = X .
P2 VT Y R T X
24U(c) e+ - X

NOTES. 1. See Sections 2-105 and 2-106 for explanation of this Table.
2. See State Building Code History Note Appendix. ’

Definitions
A

Sec. 2-402.  (u) Accessibility is the combination of various elements in a building
or arca which allows access. circulation and the full use of the building and facilitics
by the handicapped. )

(b)- Adult is a person who has attained or exceeds the age of 18 years

(c) Aged Mome or Iustitution is a fucility used for the housing of persons 65 years
of age or older.

(d) Aisle is a circulation path between objects such as seats, tubles, mercharidise,
equipinent, displays, shelves, desks, etc.

13



[

R IR, .
R N TRy A

1981 EDITION STATE BUILDING CODE
{Part 2, Titie 24, CA.C)

2-403-2-407

(e) Assembly Building is a building or portion of a building used as follows:

1. Used or intended to be used for the gathering together of 50 or more persons for
purposes of amusement, entertainment, instruction, deliberation, worship, drinking
or dining, awailing transportation or education, or;

2. Any building or structure or portion thereof used or intended to be used for the

showing of motion pictures when an admission fee is charged and when such building

or structure is open to the public and has a capacity of 10 or more persons.

Sec.2-403. Building means any structure as to which state agencies have regulatory
power, built for support, shelter, housing or enclosure of persons, animals, chattcls,
equipinent or property of any kind, and also includes structures wherein things may
be grown, made, produced, kept, handled, stored, or disposed of. All sppendages,
accessories, apparatus, appliances, and equipment installed as a part thereof, but
“building” shall not include machinery, equipment, or appliances installed for manu-
facture or process purposes only, nor shall it include any construction installations
which are not a part of a building, any tunnel, mine shaft, highway, or bridge, or
include any house trailer or vchicle which conforms to the Vehicle Code.

c .

Sec. 2-404. (a) CAC mmeans the California Administrative Code,

(b} Child or Children is @ person or persons under the age of 18 years.

(c) Curb Cut is an interruption of a curb st a pedestrian way, which separates
surfaces that are substantially at the same clevation.

(d) Curb Ramp is a sloping pedestrian way, intended for pedestrian traffic, which
provides access between a walk or sidewalk to a surface located above or below an
adjacent curb face.

D

Sec. 2.405. (a) Day Care is the care of persons during any period of a 24-hour day
where permanent sleeping accoinmalations are not provided.
NOTE: "Day Care” shall not be constsued to preclude the use of cots or mats for
employee napping purposes when attendants and staff personnel are awake and
on duty in the area where napping occurs. :
{b) Directional Sign is a publicly displayed notice which indicates by use of words
or symbols a recommended direction or route of travel.

E
Sec. 2-406. (a) Elevator, Pussengen
NOTE: See Definition of Elevator, Part 7, Title 24, CAC.
{b) Eunforcing Agency shall mean the designated department or agency as specified
b .
y(::t)n';‘ll:;euiu!cnl Facilitation is an alternate means of complying with the literal
requirements of these standards and specifications that provides access in terms of the
purpose of these standards and specifications.
NOTES: 1. See Section 2-101.
2. In determining equivalent facilitation, consideration shall be giventa
means that provide for the maximum independence of the physically

‘handicapped individual while presenting the least risk of harm, injury,

or other hazard to such handicapped persons or others.

F

Sec. 2-407. (a) Facility (or Fucilities) is building, structure, room site, complex, or
any portion thereof, that is built, altered, improved or developed to serve a particular
purpose. . .
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work of the project affected by the building standard, unfeasible based upon an overall
evaluation of the following factors:

1. The cost of providing access. - ' .

2 The cost of all construction contemplated. :

3. The impact of proposed improvements oa finuncial feasibility of the project.

4. The nature of the accessibility which would be gained or lost.

5. The nature of the use of the facility under construction and its availability to
hundicapped persons.

The details of any finding of unreasonable hardship shall be recorded and entered
in the files of the enforcing agency.

w

Sec.2424. (a) Walk is a surfaced pedestrian way not located contiguous to a street
used by the public. (See definition for “Sidewalk™.)
: (b) Wheelchais is a chair mounted on wheels to be propelled by its occupant
- munually or with the aid of electric power, of a size and configuration conforming to
the recognized standard models of the trade.

(¢) Wheelchair Occupant or Wheelchais User is an individual who, due to a physi-
cal impairment or disability, utilizes a wheelchair for mobility.

T T
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CHAPTER 2-6. |
REQUIREMENTS FOR GROUP A OCCUPANCIES

Adoption Table No. 2-6A

Code HD HD osh o4 O

Section B ] 2 S SS I PD Di5OSUCEC SHB DOT ACR 1A BOC DOE Ch
EntireChapler... - - - - -« - < . . .. o o .
Entire Chapter,

excepl as not- .

edinthistable - - . X - . - . . . . . . L
DX | O S T T T
Ry« T S

NOTES: 1. Sce Sections 2-105 and 2-106 for explanation of this Table.
2. See State Building Code tistory Note Appendix.

Special Standards of Accessibility

Scc. 2-611.  The provisions of this section apply to the specified types of facilities
and identify specific requirements of accessibility and usability which shall be pro-
vided for each of the listed nccupancy uses. ‘

{2} Audiloriums, Assembly Halls, Theaters and Relsted Facilities. 1. Seating.
Sealing for the handicapped shall be aceessible from the miain lobby or from a primary
entrance, together with related toilet fucilities. A. In all assembly places where
seating is provided, there shall be spaces for the handicapped using wheelchairs. The
number of such spaces shall be as follows:

Toble 2-68
Bheckbair
Seatig Copacity Seating Spaces
45 2
51-200 4
301-500. . s

(1) When the seating capacity exceeds 500, one additional wheelchair seating space
shall be provided for each total scating capacity increase of 100.

(2) Wheelchair spaces shall be level, and when the seating capacity exceeds 300,
shall be in more than one location. Each such space shall be a minimum of 60 inches
{1524 mm) in length and 30 inches (762 mn) in width. ’

(3) Readily removable seats may be installed in these wheelchair spaces when such
spaces are not required to accommodate wheelchair users.

B. In addition to spaces provided for wheelchair users as noted in A above, there
shall be provided seating for semiambulant individuals. The number of such seating
shall be equal to at least one percent of the total seating and shall be no fewer than
two. Such seats shall provide at least 24 inches (609.6 mm) clear leg space between
the front of the seat to the nearest obstruction or to the back of the seat immediately
in front. .

-C. In determining the location of handicapped seating, life safety shall be consid-
ered, and all seating provided must comply with the fire and panic safety require-
ments of the State Fire Marshal.

D. In existing buildings and facilities, when the enforcing agency determines that
compliance with the seating requirements of this code would create an unreasonable

20
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bardship such requirements shall not apply. When the unreasonable hardship finding
is applied at least one percent of the total seating provided shall be accessible to and
usable by physically handicapped persons who use wheelchairs and such seating shall
mply with the level requirements and the individual space requirements of this

2 Stages, Enclosed and Unenclosed Platforms, and Orchestra Pits.
EXCEPTIONS: 1. When the enforcing agency finds that requiring compliance
with this code, for an enclosed or unenclosed platform or depressed area not more
than 24 inches (609.6 mm) above or below an adjacent accessible level, would
creste an unreasonable hardship the enclosed and unenclosed platform or de-
pressed area shall be made accessible by a portable ramp with a slope not exceed-
ing one vertical to twelve horizontal.

2 In existing buildings and facilities, stages, enclosed or unenclosed platforms,
and orchestra pits need not be accessible when the enforcing agency determines
that compliance with this code wauld create an unreasonable hardship. -

3. Customer and employee sides of ticket booths and of concession and refresh- -
ment sales facilities.

4. Miscellancous aseas.  Public toilets and other public areas. )
5. When aa existing theater is subdivided into more than one facility having
upper levels not accessible by ramp or elevator, and the enforcing sgency deter-
wmines that full compliance with this code would create an unreasonuble hardship
such upper levels need not be made accessible provided all facilities at grade are
accessible and any event, showing of motion pictures or other activities made
available to the public in all of the facilities are scheduled to assure that all such
functions are avuilable to the public in the accessible facility.

(b) Stadiums, Grandstands, Bleachers, Athletic Pavilions, Cymnasiumns and Miscel-
laneous Sport-Related Facilities. 1. Spectator Seating.  In facilities with a seating
capacity of 5000 or less there shall be spaces for the handicapped using wheelchairs,
which conforma to the requirements of Section 2-611(a) 1A. When, however, the
aumber of permanent seating spaces exceeds 5000 the number of wheelchair seating
spaces shall conforin to the requirements of Section 2-611 (a) 1A for the fisst 5000 seats
only and one additional wheelchair seating spuce shall be provided for each total
seating capacity increase of 500. ' ‘

2 Customer side shall be and employee side of ticket booths may be accessible.

3. Pasticipation areas shall be accessible to the physically handicapped including
the following listed and similar activity areas: -

A. Tennis, racquet and handball courts

B. Cymnasiym floor areas and general exercise rooms T

C. Basketball, volleyball and badminton courts, bowling lanes =

D. Swimming pool deck areas must be accessible and an assistive device provided
to assist physically-hundicapped persons in gauining entry into the pool

E. Athletic team rooms and facilities, playing fields and running tracks.

4. Clubrooms shall be made accessible to the physically handicapped. .

5. Sanitary and locker fucilitics. Where spectator and/or purticipunt sanitary and/
or locker facilities are provided they shall conform with the requirements in Chapter
2-17.

EXCEPTIONS: 1. Where the enforcing agency determines that compliance
with these fegulations would create an unreasonable hardship, an exception may
be granted, when equivalent facilitation is provided through the use of other
methods or materials. ’

2. In existing buildings, when the enforcing agency finds that compliance with
regulations would create an unreasonable hardship, an exception may be granted
when all of the following minimum conditions are met:

A. When the total seating does not exceed 5000 at least one percent of such
seating shall be accessible to und usable by physically-handicapped persons. When
the total seating provided exceeds 5000 one additional seat for each 2000 seats
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provided over 5000 shall be accessible to and usable by physically-handicapped -
persons. *J
B. Sanitary facilities, ticket booths, clubrooms, concessions and refreshiment facili-
ties are accessible.
C. One of each type of participation area is usable and accessible.

(c) Dining, Banguet and Bar Facilities. Dining, banquet and bar facilities shall be

made accessible to the physically handicapped as provided in this section.

EXCEPTIONS: 1. In existing buildings, when the enforcing agency determines
that compliance with any regulation under this section would create an unreason-
able hardship, an exception shall be granted when equivalent [acilitation is pro-
vided.
2. In existing buildings, these regulations shall not apply when legal or physical
constraints would not allow compliance with these regulations or equivalent
facilitation without creating an unreasonable hardship.
NOTE: Sce Section 2-105(b) {1D.

!
'
t
1. Access to these facilities shall be provided at primary entrances. l
2. Wheelchair access shall be provided to all areas where each type of functional 4
activity occurs.
3. Each dining, banquet and bar area shall have one wheelchair seating space for
each twenty seats, with at least one minitnum wheelchair seating space per each
functional arca. Such scating shall be designed and arranged to permit use by wheel-
chair occupants. Access to such seating space shall be provided with main aisles not
less than 36 inches (914.4 mm) in clear width. Accessible seating space shall be inte- '
grated with general seating to aliow a reasonable selection of seating area and to avoid ;
having oue area specifically highlighted as the disabled area. The ratio or seating
design for handicapped use is based upon the total number of seats provided. :
4. Cafeteria line aisles shall be a minimum of 36 inches (914.4 inm) of clear width.
5. Restrooms and powder rooms shall conform to requiresnents in Section 2-1711.
EXCEPTION: Where the enfurcing agency finds that it would result in an unrea-
sonable hardship to require compliance in each toilet fucility, then a mivimum
of one toilet facility shall be accessible to and usable by physically-handicapped
persons when it is deterniued that it wouid not result in bandicapped persons
experiencing any more difficulty in terins of travel and accessibility as ex-
‘perienced by others.

6. Access to food preparation areas shall comply with the provisions for entrance
doors and doorways, Section 2-3301 {in).
{d) Religious Facilities. Religious facilities shall be made accessible to the physi-
cally handicapped as provided in this section.
EXCEPTION: In existing buildings, when the enforcing agency determines that
compliance with any regulation under this section would create an unreasonahie p
hardship, an exception shall be granted when equivalent facilitation is provided. u«

1. Sanctuary: A. Wheelchair seating spaces shall conform to the requirements in
Section 2-611 (a)l1A. ’

B. Wheelchair access shall be provided to raised platforms, choir rooms, choir lofts,
performing areas, and other similar areas.

EXCEPTION: In existing buildings, these regulations shall not apply to choir
lofts when the enforcing agency determines that such comph:mce would create
an unreasonable hardship.

2. Assembly areas shall be made accessible to the physically handwapped Enclosed
and unenclosed platforms and stages in assembly areas shall conform to these sequire-
ments.

3. Classrooins and offices shall have entry doors lhat conform to the thun'emenh
in Section 2-3301 (m).

4. Sanitary facilities shall conform to the requirements in Chapter 2-17.
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CHAPTER 2-7.

" 'REQUIREMENTS FOR GROUP B OCCUPANCIES

Adoption Table No. 2-7A

L Gk . . HOWD 08t 051 O8H

Scoe BC 1t SN SS HC PD DS OSHI O S8 DOT ACE 14 BOC DOE (4
Eutite (haptes.... - -
‘Edice Chapter,
except as nol-
edinthistable - - . X - .
MO - - X
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NOTES: 1. See Scctions 2-105 and 2-106 for explunation of this Table.
2. See State Building Code History Nute Appendix.
3. See Scction 2-1724 for special veatilation and sanitation require-
ments.

Special Standards of Accessibility
Sce. 2710, The provisions of this section upply to the specified types of facibitics
and identify specific requirements of uccessibility and wsability which shall be pro-
vided for cach of the tisted occupancy uses. (a) Office Buildings and Persoual and
Public Scrvice Facilities,  Office buildings and personal and pubhic service facilitios
shall conforin to the provisions of this scetion.
EXCEPTION: In existing buildings, when the enforcing agency determines that
compliance with any regulation under this section would create an unreasonable.
hardship, an exception shall be granted when equivalent facilitation is provided.

1. Ceneral.  Fucilitics covered in this section are those that are used by the public
as customers, clicnts, visitors or which are potentially places of employment and shall
include, but not be limited to the following categories: A. All types of general and
specialized business and professional offices including those reluted to insurance, real
estate, attorneys, eredit bureaus, consultants, counseling and accounting.

B. All types of sales establishinents including outlets for all gencral and special
merchandise and equipinent including personal and household furnishings and sup-
plies, foods, sporting equipment, office supplics, vehicles and related parts und sup-
plics, building materials and pet shops.

C. All personal and public service facilities including banks, savings and loan com-
panies, credit unions, newspaper and printing establishments, photographic studios,
Lwndromats, cleaning and laundry outlets; veterinarian clinics and hospitals, auto
rental agencies, travel bureaus, public utility facilities, police stations and detention
facilities, courtrooms, fire stations. .

2 Business snd Professional Offices. Areas to be made accessible include: A.
Client and visitor areas and office areas together with refated toilet rooms.

B. Counference rooms, counscling rooms or cubicles and similar arcas.

C. Employee work arcas shall have minimam of 36 inch (914 4 mun) wide chear
uccess as required in Scction 2-3304 (1) 3 except as modilied in other portions of these
regulations. ) : . . i

3. Sulcs Facilitics. “A. Areas to be made accessible include: (1) General sules, dis-
play and office areas together with related toilet roons. - -

(2) Sales employee work stations shall be located on wecessible levels and the
custosner side of sales or checkout stations shall be accessible. Enmployee work arcas
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